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EXISTING STONE WALL TO BE REMOVED
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| EXISTING PLANTER TO BE REMOVED
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EXISTING BRICK PLANTER AND |/
SEATING AREA TO BE REMOVED

/
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| EXISTING LAMP POST TO BE REMOVED
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/| Proposed temporary running
/ | surface to be installed during
/| turbine delivery windows. Grass
7 areas to be reinstated on
/ completion of deliveries.
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HIGHLI

EXISTING NATURAL STONE WALL TO BE
REALIGNED ALONG TOE OF THE PROPOSED
SLOPE. CIRCA 0.5m HIGH OVER SECTION

IGHTED IN LIGHT BROWN

o

DURING THE DELIVI

EXISTING FOOTPATH TO BE TEMPORARILY
LOWERED TO FACILITATE VEHICLE OVERRUN

REINSTATED ON COMPLETIONS OF /
DELIVERY PHASE /

ERY PHASE AND

/

/

REALIGNED WALL TO INCLUDE A SECTION THAT
WILL RETAIL THE TOE OF THE PROPOSED SLOPE.
TO INCORPORATE A NATURAL STONE FINISH.
CIRCA 1.5M HIGH OVER THE SECTION
HIGHLIGHTED IN DARK BROWN APPROX 27m IN
LENGTH
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EXISTING NATURAL STONE WALL TO BE /

REALIGNED ALONG TOE OF THE PROPOSED /
SLOPE. CIRCA 0.5m HIGH OVER SECTION %

HIGHLIGHTED IN LIGHT BROWN

7 | AND WALL TO BE DISCUSSED
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EXISTING KERB AND DRAINAGE TO REMAIN
OUTWITH PROPOSED LOWERING
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EXISTING SIGN POST TO BE REMOVED

Proposed re-instated grass
seeded area

Proposed seating area (against
new wall) with planters.
Views over Loch Shin.

Regraded embankment to be topsoiled,
cultivated and sown with a grass / wildflower
seed mix.

Areas to be maintained as long grass areas.

EXISTING COMBINED SEWER AND
MANHOLE TO BE DISCUSSED
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EXISTING LAMP POST TO BE REMOVED |

EXISTING SIGN POST TO BE REMOVED |

1&M

E=

W\
My
EXISTING SIGN POST TO BE REMOVED | \
g

EXISTING RISING MAIN TO BE DISCUSSED |
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s/ \ 29

EXISTING FOOTPATH TO BE TEMPORARILY LOWERED TO FACILITATE VEHICLE OVERRUN DURING
THE DELIVERY PHASE AND REINSTATED ON COMPLETIONS OF DELIVERY PHASE
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LDCIl Homes, Lairg- Existing Tree Removal Schedule 24.01.22- Info from PALS Tree Survey 2020
Tree No. Species Common Name BS 5837 Category
1868 Acer psuedoplatanus Sycamore B1
1869 Acer psuedoplatanus Sycamore B1
1870 Acer psuedoplatanus Sycamore B1
1871 Acer psuedoplatanus Sycamore B1
1872 Ulmus glabra Elm U
1873 Acer psuedoplatanus Sycamore B1
1874 Acer platanoides Norway Maple B1
1875 Ulmus glabra Elm C1
1876 Acer psuedoplatanus Sycamore Cc1
1877 Quercus petraea Oak c1
1878 Ulmus glabra Elm 1
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Existing tiered raised planters
relocated.
T

Proposed replacement Bench seat
with planter.

Existing trees retained and protected- Refer to Pals Tree
Survey Report and Tree Constraints Information for full
details of retained trees and trees to be felled. (Jan / Feb

2020)

Existing trees to be felled to accommodate the proposed
corner re-grading and reinforced grass surfacing works as
per EnergieKontor [ Sweco drawing 121736-200-100.

I:I Proposed grasscrete reinforced grass surfacing to A839
| A836 corner.

'~ Proposed 1.5-1.75m tall, feathered replacement tree
&) | planting to open spaces: Oak, Birch, Rowan, Cherry and
Alder species.

" Proposed 1.0-1.25m high feathered replacement conifer
trees: Scots pine species.

Proposed disturbed areas to be de-compacted and a
150mm depth of topsoil spread over. Areas to be
cultivated, stone picked, pre-seed fertilised with G1
Quick start: 6:9:6 @ 70g/m2.

Sow with Germinal seeds A21 Saline coastal and road
verges seed mix (or equivalent) sown at 40g/m2.

Proposed reinstated embankment: areas to be
decompacted, litter picked, top-soiled (150mm depth),
cultivated, stone picked and seeded with a grass /
wildflower seed mix: Scotia seeds "Woodland meadow

mix' @ 3g/m2

,I Proposed access path to new seating area.

MAY BE REQUIRED

HEIGHT OF EXISTING BOLLARD TO
BE CHECKED ON SITE. REMOVAL

E Proposed recycled plastic seating and planters to new
seating area with views over Loch Shin.

REALIGNED WALL TO INCLUDE A SECTION THAT WILL RETAIN THE
PROPOSED SLOPE AND TIE INTO THE EXISTING RETAINING WALL. TO
INCORPORATE A NATURAL STONE FINISH. FROM CIRCA 0.5m VARYING

HIGHLIGHTED IN DARK BROWN

TO 1.0m HIGH AT THE TIE TO THE EXISTING WALL OVER THE SECTION i

-

EXISTING STONE WALL TO REMAIN |

Proposed replacement tree planting in locations
outwith sewer and water main wayleaves.

/ < \
/ \
/ \
/ \
/ A

Ny Ny \

i Existing trees 1866 / 1867 to be retained and
| protected to comply with BS 5837: 2012.
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REVISIONS

A: 31.01.22 Landscape proposals revised to show a
reduced extent of grasscrete reinforced surfacing
(to suit the proposed vehicle / trailer tracking
route). The remaining disturbed areas are to be
topsoiled and grass seeded. KW

B: 08.03.22 Landscape proposals revised to omit
grasscrete surfacing and proposed use of a
temporary running surface (to be removed after
wind turbine delivery.) Grassed areas will then be
reinstated.KW

KEITH L WOOD
LANDSCAPE DESIGN

1,0ld Branziet Cottage, Balmore,

By Torrance, Glasgow, G64 4AH.

Tel: 01360 620358 Mob:07584 054586
email: keith.l.wood@btopenworld.com
www.keithlwoodlandscapedesign.scot

Project Title: Wind Farm Access Design

CLIENT:  ENERGIEKONTOR

DRAWING  INDICATIVE LANDSCAPING

TITLE: PROPOSAL
Bench seating example- recycled plastic PLANNING
- Second Life Products Wales Ltd
Scale 1:200@ At Date  26.01.22
Drawn k wood Approved

Drawing No. EKL 100.22 SL-01 Rev. B




°
A836 / A839 Junction - lllustrative Visualisation - Existing View SWECO ﬁ
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